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Technical Data Sheet
 

As to other characteristics and method of use, please refer to the technical data sheets relating 

to part A. 

 

CODE SHELF-LIFE 

(months) 

SOLIDS CONTENT SPECIFIC 

GRAVITY 

SG0720/00 24 26 ± 1 0.955 ± 0.030 

TH0146/00 24 25 ± 1 0.986 ± 0.030 

TH0222/00 24 24 ± 1 1.000 ± 0.030 

TH0333/00 24 24 ± 1 1.000 ± 0.030 

TH0703/00 24 24 ± 1 0.955 ± 0.030 

TH0711/00 24 28 ± 1 0.940 ± 0.030 

TH0713/00 24 21 ± 1 0.930 ± 0.030 

TH0715/00 24 35 ± 1 0.970 ± 0.030 

TH0718/00 24 28 ± 1 0.940 ± 0.030 

TH0720/00 24 26 ± 1 0.955 ± 0.030 

TH0721/00 24 44 ± 1 1.000 ± 0.030 

TH0722/00 24 29 ± 1 0.969 ± 0.030 

TH0723/00 24 21 ± 1 0.925 ± 0.030 

TH0724/00 24 31 ± 1 0.950 ± 0.030 

TH0727/00 24 32 ± 1 0.967 ± 0.030 

TH0728/00 24 30 ± 1 0.980 ± 0.030 
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CODE SHELF-LIFE 

(months) 

SOLIDS CONTENT SPECIFIC 

GRAVITY 

TH0733/00 24 49 ± 1 1.015 ± 0.030 

TH0735/00 24 44 ± 1 0.998 ± 0.030 

TH0738/00 24 39 ± 1 1.000 ± 0.030 

TH0744/00 24 49 ± 1 1.060 ± 0.030 

TH0746/00 24 37 ± 1 1.020 ± 0.030 

TH0748/00 24 28 ± 1 0.950 ± 0.030 

TH0755/00 24 27 ± 1 0.970 ± 0.030 

TH0756/00 6 75 ± 3 1.170 ± 0.030 

TH0759/00 24 24 ± 1 0.930 ± 0.030 

TH0760/00 24 42 ± 1 1.012 ± 0.030 

TH0761/00 24 50 ± 1 1.070 ± 0.030 

TH0620/00 24 26 ± 1 0,950 ± 0,030 

TH0765/00 24 35 ± 1 0.982 ± 0.030 

TH0767/00 24 23 ± 1 0.950 ± 0.030 

TH0773/00 24 28 ± 1 0.940 ± 0.030 

TH0775/00 24 28 ± 1 0.950 ± 0.030 

TH0779/00 24 27 ± 1 0.970 ± 0.030 

TH0780/00 24 28 ± 1 0.960 ± 0.030 

TH0781/00 24 70 ± 2 1.150 ± 0.030 

TH0784/00 24 29 ± 1 0.960 ± 0.010 

TH0787/00 24 28 ± 1 0.950 ± 0.030 
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CODE SHELF-LIFE 

(months) 

SOLIDS CONTENT SPECIFIC 

GRAVITY 

TH0788/00 24 34 ± 1 1.000 ± 0.030 

TH0790/00 24 36 ± 1 0.950 ± 0.030 

TH0793/00 24 25 ± 1 0.934 ± 0.030 

TH0799/00 24 28 ± 1 0.948 ± 0.030 

TH0801/00 24 24 ± 1 0.940 ± 0.030 

TH0805/00 24 24 ± 1 0.940 ± 0.030 

TH0808/00 24 23± 1 0.940± 0.030 

TH0825/00 24 40 ± 1 0.980 ± 0.030 

TH0925/00 24 26 ± 1 0.960 ± 0.030 

TH1400/00 24 50 ± 1 1.059 ± 0.030 

TH2513/00 24 31 ± 1 0.965 ± 0.030 

TH2520/00 24 34 ± 1 0.940 ± 0.030 

TH2526/00 24 27 ± 1 0.940 ± 0.030 

TH2530/00 12 75 ± 1 1.070 ± 0.030 

TH2533/00 24 27 ± 1 0.965 ± 0.030 

TH2537/00 24 29 ± 1 1.020 ± 0.030 

TH2569/00 24 18 ± 1 0.950 ± 0.030 

TH2580/00 24 20 ± 1 1.001 ± 0.030 

TH2587/00 24 20 ± 1 1.001 ± 0.030 
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Shelf-life of isocyanate hardeners is two years as of the date of packaging. If the product 

is properly stored and sealed in its original package, shelf-life can be extended for one year 

more, however a preliminary test is strongly recommended.  

Isocyanate hardeners are affected by humidity, therefore packages shall be hermetically 

sealed and kept dry. Once the package has been opened, the product shall be used up within 

the same day. 

 

 

 

 

 

 


